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This special provision was developed by the Bureau of Materials and Physical
Research from the FHWA Accelerated Patching Qualified Improvement Team
recommendations, and from work conducted by the PCC Technical Group
Subcommittee.  The special provision provides additional rapid set patching
mixtures and changes the opening strength requirements.

The admixtures specifications have been moved from this special provision
and are now covered in the BDE special provision “Concrete Admixtures”.

This special provision should be included on projects using portland cement
concrete for pavement patching or bridge deck patching.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the January 16, 2004 and subsequent lettings.  The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will be available on the transfer directory September 26,
2003.
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PORTLAND CEMENT CONCRETE PATCHING (BDE)

Effective:  January 1, 2001
Revised:  January 1, 2004

Revise Note 1 of Article 442.02 of the Standard Specifications, to read:

"Note 1.  When patching ramp pavements and two lane pavements with two way traffic,
Class PP-2, PP-3, or PP-4 concrete shall be used for Class A, Class B and Class C
patching.  For all other pavements, Class PP-1, PP-2, PP-3, or PP-4 concrete shall be
used, at the Contractor’s option, for Class A, Class B and Class C patching."

Delete Note 2 of Article 442.02 of the Standard Specifications.

Add the following to Article 442.02 of the Standard Specifications:

“(l) Calcium Chloride (Note 5) ....................................................................................1013.01

Note 5.  The calcium chloride accelerator, when permitted by the Department, shall be
Type L (Liquid) with a minimum of 32.0 percent by mass (weight) of calcium chloride.”

Revise the first paragraph of Article 442.06(e) of the Standard Specifications to read:

"(e) Concrete Placement.  For Class A, Class B and Class C Patches, concrete shall be
placed according to Article 420.07 and governed by the limitations set forth in Article
1020.14, except that the maximum temperature of the mixed concrete immediately
before placing shall be 35 �C (96 �F), the required use of an approved retarding
admixture when the plastic concrete reaches 30 �C (85 �F) shall not apply."

Revise the first paragraph of Article 442.06(h) of the Standard Specifications to read:

"(h) Curing and Protection.  In addition to Article 1020.13, when the air temperature is less
than 13 �C (55 �F), the Contractor shall cover the patch with minimum R12 insulation
until opening strength is reached.  Insulation is optional when the air temperature is
13 �C - 35 �C (55 �F - 96 �F).  Insulation shall not be placed when the air temperature is
greater than 35 �C (96 �F)."

Revise the second paragraph of Article 701.05(e)(1)d.1. of the Standard Specifications to read:

"No open holes, broken pavement, or partially filled holes shall remain
overnight for bituminous patching or when the Department specifies only
Class PP-2, PP-3, or PP-4 concrete be used.  The only exception is
conditions beyond the control of the Contractor."



Revise Article 701.05(e)(2)b. of the Standard Specifications to read:

"b. Strength Tests.  For patches constructed with Class PP-1, PP-2, PP-3, or PP-4
concrete, the pavement may be opened to traffic when test specimens cured with
the patches have obtained a minimum flexural strength of 4150 kPa (600 psi) or
a minimum compressive strength of 22,100 kPa (3200 psi) according to Article
1020.09.

For patches constructed with Class PP-2, PP-3, or PP-4 concrete which can
obtain a minimum flexural strength of 4150 kPa (600 psi) or a minimum of
compressive strength of 22,100 kPa (3200 psi) in 16 hours, the pavement may
be opened to traffic at a lower opening strength.  The specimens cured with the
patches  shall have obtained a minimum flexural strength of 2050 kPa (300 psi)
or a minimum compressive strength of 11,000 kPa (1600 psi) according to Article
1020.09, to permit opening pavement to traffic.

With the approval of the Engineer, concrete strength may be determined
according to AASHTO T 276.  The strength-maturity relationship shall be
developed from concrete which has an air content near the upper specification
limit.  The strength-maturity relationship shall be re-established if the mix design
or materials are changed."

Revise Article 701.05(e)(2)c. of the Standard Specifications to read:

"c. Construction Operations.  For Class PP-2, PP-3, or PP-4 concrete used on ramp
pavements and two lane pavements with two way traffic, or when the Department
specifies only Class PP-2, PP-3, or PP-4 concrete be used for other pavements,
Contractor construction operations shall be performed in a manner which allows
the patches to be opened the same day and before nightfall.  If patches are not
opened before nightfall, the additional traffic control shall be at the Contractor’s
expense.  Any time patches cannot be opened before nightfall, the Contractor
shall change subsequent construction operations or the mix design.  The
changes shall be at no additional cost to the Department."

Revise Table 1 of Article 1020.04 of the Standard Specifications by replacing Class PP concrete
with the following:

“TABLE 1.  CLASSES OF PORTLAND CEMENT CONCRETE AND MIX DESIGN CRITERIA

Class of
Concrete

Use Specification
Section

Reference

Cement Factor
kg/cu m (cwt/cu yd)

Max.
Water/Cement

Ratio
kg/kg (lb/lb)

PP-1
PCC
Pavement Patching
Bridge Deck Patching

442

Type I Cement
385 to 445 (6.50 to 7.50)

Type III Cement
365 to 425 (6.20 to 7.20)

0.44



PP-2
PCC
Pavement Patching
Bridge Deck Patching

442 Type I Cement
435 (7.35)

0.38

PP-3
PCC
Pavement Patching
Bridge Deck Patching

442 Type III Cement
435 (7.35)

0.35

PP-4
PCC
Pavement Patching
Bridge Deck Patching

442 Rapid Hardening Cement
355 to 370 (6.00 to 6.25)

0.50

For PP-1, the Contractor has the option to replace the Type I Cement with Class C fly ash or
ground granulated blast-furnace slag.  The amount of cement replaced shall not exceed 15
percent by mass (weight), at a minimum replacement ratio of 1.5:1.

For PP-2, the Contractor has the option to replace the Type I cement with ground granulated
blast-furnace slag.  The amount of cement replaced shall not exceed 30 percent by mass
(weight), at a minimum replacement ratio of 1:1.

For PP-3, in addition to the cement, 60 kg/cu m (100 lb/cu yd) of ground granulated blast-
furnace slag and 30 kg/cu m (50 lb/cu yd) of microsilica are required.  For an air temperature
greater than 30 �C (85 �F), the Contractor has the option to replace the Type III cement with
Type I cement.

For PP-4, the cement shall be from the Department’s “Approved List of Packaged, Dry,
Rapid Hardening Cementitious Materials for Concrete Repairs”.

TABLE 1.  (CONT’D) CLASSES OF PORTLAND CEMENT CONCRETE AND MIX DESIGN CRITERIA
Mix Design

Compressive Strength,
kPa (psi)

Mix Design
Flexural Strength,

kPa (psi)
Hours Hours

Air
Content,

%

Coarse Aggregate
Gradations
Permitted

Class of
Concrete

Slump,
mm (in.)

48 48

PP – 1 100 (4)
Max

22,100
(3200)

4150
(600) 4.0 – 7.0

CA-7, CA-11,
CA-13, CA14, or
CA-16

PP – 2 150 (6)
Max

22,100
(3200)

4150
(600) 4.0 – 6.0

CA-7, CA-11,
CA-13, CA14, or
CA-16

PP – 3 100 (4)
Max

22,100
(3200)

4150
(600) 4.0 – 6.0

CA-7, CA-11,
CA-13, CA14, or
CA-16

PP – 4 150 (6)
Max

22,100
(3200)

4150
(600) 4.0 – 6.0

CA-7, CA-11,
CA-13, CA14, or
CA-16



For PP-1, PP-2, PP-3 or PP-4; only CA-13, CA-14, or CA-16 may be used for bridge deck
patching.  In addition, the mix design strength at 48 hours shall be increased to 27,500 kPa
(4,000 psi) compressive or 4,650 kPa (675 psi) flexural for bridge deck patching.

For PP-1, the slump may be increased to 150 mm (6 in.) Max if a high range water-reducing
admixture is used.”

Delete Article 1020.05(g) of the Standard Specifications.
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